Rezzed Stand
Artwork
Guidelines
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Please supply artwork set to 5000mm wide x 1730mm high,
allowing for the lower 530mm section being partially covered by the screens.
Don’t position key art or text in the lower 530mm section or within 20mm of the edges.
Supply with 50mm bleed on all edges.

Please supply as one continuous piece of artwork.
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Please supply artwork set to 3750mm wide x 1730mm high,
allowing for the lower 530mm section being partially covered by the screens.
Don’t position key art or text in the lower 530mm section or within 20mm of the edges.
Supply with 50mm bleed on all edges.

Please supply as one continuous piece of artwork.
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Please supply artwork set to 2500mm wide x 1730mm high,
allowing for the lower 530mm section being partially covered by the screens.
Don’t position key art or text in the lower 530mm section or within 20mm of the edges.
Supply with 50mm bleed on all edges.

Please supply as one continuous piece of artwork.
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Please supply artwork set to 1250mm wide x 1730mm high,
allowing for the lower 530mm section being partially covered by the screens.
Don’t position key art or text in the lower 530mm section or within 20mm of the edges.

Supply with 50mm bleed on all edges.



File Saving Guidelines

Document
Please supply artwork at 100% size where possible, or to scale if the size exceeds the artboard limits.

Bleed
Please include 50mm bleed (screen back drops) or 3mm bleed (all other artworks) outside your final print size

File
Save native files, preferably InDesign, lllustrator or PDF. Include all fonts & links used.

Please supply a low-res PDF with your artwork.

Resolution
Please ensue images are 100dpi at final size. Low resolution images will result in poor quality reproduction.

Colour
Any colours to be matched should be indicated in the file information. The production method used will
convert any CMYK, RGB, Pantone and RAL colours to their closest possible match.





